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Outdoor Kitchen
& Bar Top Care



RECOMMENDED CLEANING PRODUCTS

 Stainless Steel Cleaner & Polish:

Option One: http://therapyclean.com/stainless-steel-cleaner-polish-kit/

Option Two: https://weiman.com/stainless-steel-cleaner-spray

 Granite Cleaner & Sealer: https://weiman.com/granite-sealer

 Degreaser: https://www.zep.com/product/zepcommercial/Fast-505-Industrial-Cleaner-

and-Degreaser

1.

a.

b.

2.

3.
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APPLIANCE MAINTENANCE

Just like the inside of your home, outdoor appliances require cleaning to keep the kitchen

operating and looking its best.

Be sure to cover your grill, sink, or side burner to prevent rain from finding a way into the

appliance. This will prolong the life of these items.

Cleaning Process

(If dust or any abrasive residue is on the appliance) Start the cleaning process by using

compressed air at a gentle pressure.  This is just to remove the surface debris.  If no

abrasives are on the appliance, start at the next step: letter ‘b’ below.

Rinse with water to remove balance of debris for those items that don’t have electrical

wiring or electrical components.

Use a spray bottle filled with water to water down those areas that may contain electrical

wiring or components to avoid getting electrical items wet.

Gently towel dry with a soft shammy towel to prevent blotching.

Apply Stainless steel polish.

Sometimes the electric igniter on a grill may fail or you find other parts that are inoperative.

If your product is still under warranty, you can contact the manufacturer directly. If you have

trouble, you can always call Groff Landscape Design for help. 

Use de-greaser’s occasionally to avoid flame flare-ups.

For a brief overview of some of the details below, please feel free to watch this brief video. This

video is supplemental to this handbook text so please do not view it as a replacement:

https://www.youtube.com/watch?v=bhCKeB2c-P0&feature=youtu.be.

1.

2.

3.

a.

b.

c.

d.

e.

4.

5.

WINTERIZATION & SEASONAL MAINTENANCE

 Be sure to cover grills, smokers, side burners, and other countertop appliances to prevent

snow and ice from entering.

 If your outdoor kitchen has a sink:

Clear all water lines and make sure you leave spouts open all winter

be sure to disconnect and drain the “P” trap under the sink to prevent freezing. Shut off

water supply and drain the line.

If you have a tankless hot water heater connected to the sink, be sure to unplug and

disconnect it as well as drain this appliance.

Be sure to keep your drain screens installed so debris does not enter your drainage pipes

and create a clog.

 If you have an outdoor refrigerator or kegerator, be sure to unplug and defrost prior to

winter to reduce energy consumption and prevent coils from freezing.

1.

2.

a.

b.

c.

d.

3.
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COUNTER & HARD SURFACE MAINTENANCE

If you have a granite or natural stone countertop for your grilling island, these should be

cleaned only with an appropriate natural stone cleanser.

Keeping food and other debris off the countertop to keep pests away and decrease the

likelihood of staining.

It is recommended to seal your granite every 3 years. Groff is happy to recommend a vendor

that can apply a porous plus sealer and color enhancer to shield the surface.

1.

2.

3.

NATURAL GAS (NG) & LIQUID PROPANE (LP) SAFETY

***IF YOU HAVE A GAS EMERGENCY, SHUT OFF THE GAS SUPPLY, EVACUATE THE AREA &

CALL 911.  IF IT’S NOT AN EMERGENCY, THE FIRST PHONE CALL FOR NATURAL GAS SHOULD

MOST LIKELY BE TO WASHINGTON GAS – CALL 844.WASHGAS (844.927.4427).

APPLIANCE GAS MAINTENANCE & CARE

LEAVE IT TO THE EXPERTS. Only a qualified service technician has the training to install,

inspect, service, maintain, and repair your appliances. Have your appliances and gas utility

inspected just before the start of each heating season.

HELP YOUR APPLIANCES “BREATHE.” Check the vents of your appliances to be sure that

gases can flow easily to the outdoors; as well as clear away any insect or bird nests or other

debris. Also, clear the area around your appliances so plenty of air can reach the burner for

proper combustion.

HAVE OLDER APPLIANCE CONNECTORS INSPECTED. Certain older appliance connectors

may crack or break, causing a gas leak. If you have an appliance that is more than 20 years

old, have a qualified service technician inspect the connector.

FLAMMABLE VAPORS ARE A SAFETY HAZARD. The pilot light on your gas appliance can

ignite vapors from gasoline, paint thinners, and other flammable liquids. Be sure to store

and use flammable liquids outdoors or in an area of the building containing no gas

appliances.

DON’T RISK IT! If you cannot operate any part of your gas system, or if you think an appliance

or other device is not working properly, call your plumber. Groff is happy to provide the

information to our recommended plumber.

Learn what propane or natural gas smells like. Propane and natural gas providers typically

print scratch-and-sniff pamphlets to help your family recognize its distinctive odor.  

Propane and natural gas smells like rotten eggs, a skunk’s spray, or a dead animal. Some

people may have difficulty smelling gas due to their age (older people may have a less

sensitive sense of smell); a medical condition; or the effects of medication, alcohol,

tobacco, or drugs.

Odor Loss. On rare occasions, gas can lose its odor. Several things can cause this

including:

The presence of air, water, or rust in a gas tank or cylinder.

The passage of leaking gas through the soil. 

If there is a possibility of odor loss or problems with your sense of smell, you should

respond immediately to even a faint odor of gas.

Call 811 before you dig. Know where gas lines are located, so you won’t damage them when

digging or working in the yard.

1.

2.

3.

4.

5.

6.

a.

b.

i.

ii.

c.

7.
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WHEN LIGHTING PILOT LIGHTS

 It is strongly recommended that only a QUALIFIED SERVICE TECHNICIAN light any pilot

light that has gone out. DO NOT try to fix the problem yourself. If a pilot light repeatedly

goes out or is very difficult to light, there may be a safety problem.

 YOU ARE TAKING THE RISK of starting a fire or an explosion if you light a pilot light yourself.

Carefully follow all the manufacturer’s instructions and warnings concerning the appliance

before attempting to light the pilot.

1.

2.

IF YOU DETECT A GAS LEAK...

 Immediately evacuate everyone from the house and call your local gas provider or the fire

department from a neighbor’s telephone.

 No flames or sparks! Immediately put out all smoking materials and other open flames. Do

not operate lights, appliances, telephones, or cell phones. Flames or sparks from these

sources can trigger an explosion or a fire.

 Leave the area immediately! Get everyone out of the building or area where you suspect gas

is leaking.

 Shut off the gas. Turn off the main gas supply valve on your gas tank if it is safe to do so. To

close the valve, turn it to the right (clockwise).

 Report the leak. From a neighbor’s home or other nearby building away from the gas leak,

call your gas supplier right away. If you can’t reach your gas supplier, call 911 or your local fire

department.

 Do not return to the building or area until your gas supplier, emergency responder, or

qualified service technician determines that it is safe to do so.

 Get your system checked. Before you attempt to use any of your gas appliances, your gas

supplier or a qualified service technician must check your entire system to ensure that it is

leak-free.

1.

2.

3.

4.

5.

6.

7.

CARBON MONOXIDE AND YOUR SAFETY

If you or a family member shows physical symptoms of CO poisoning (see below), get

everyone out of the building and call 911 or your local fire department.

If it is safe to do so, open windows to allow entry of fresh air, and turn off any appliances you

suspect may be releasing CO.

If no one has symptoms, but you suspect that CO is present, call your gas supplier or a

qualified service technician to check CO levels and your gas equipment.

What is Carbon Monoxide (CO)?

You can’t taste or smell CO, but it is a very dangerous gas, produced when any fuel burns. High

levels of CO can come from appliances that are not operating correctly, or from a venting

system or chimney that becomes blocked.  IF YOU SUSPECT CO IS PRESENT, ACT

IMMEDIATELY!  

1.

2.

3.
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TO HELP REDUCE THE RISK OF CO POISONING

Have a qualified service technician check your gas appliances and related venting systems

annually, preferably before the heating season begins.

Install UL-listed CO detectors on every level of your home.

Never use a gas oven or range-top burners to provide space heating.

Never use portable heaters indoors unless they are designed and approved for indoor use.

Never use a barbecue grill (gas or charcoal) indoors for cooking or heating.

Regularly check your appliance exhaust vents for blockage.

1.

2.

3.

4.

5.

6.

SYMPTOMS OF CO POISONING INCLUDE: 

Headache

Shortness of breath

Dizziness

Nausea

Fatigue

ADDITIONAL RESOURCES 

Grilling Recipes from Lynx: https://www.lynxgrills.com/recipes

Washington Gas: https://www.washingtongas.com/ 

Outdoor Kitchen Appliances 

Lynx: https://www.lynxgrills.com/

Wolf: https://www.subzero-wolf.com/wolf

Bull: https://www.bullbbq.com/

If we used a different appliance brand on your project, please feel free to contact Groff for

that contact information.

1.

2.

3.

a.

b.

c.

d.
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